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INTrOduCTION

Petrosteel offers a broad selection of premium steel 
products from leading mills worldwide.

Carbon or stainless steel, tubular or flat - all products 
are shipped directly from our mills to final destinations, 
whether warehouse or worksite.

Petrosteel specializes in serving the energy industry with 
a focus on oil and gas, power plants and clean energy 
production. Supporting EPC companies with linepipe and 
structural project, both on-shore and off-shore, is our main 
specialty.

premium mills, premium Steel.



Petrosteel Technologies  | Linepipe Products Catalogue
Premium mills, premium steel 5

COmpaNy prOfIlE

Petrosteel was founded to fill a need. Working in the oil and gas industries for many years, Petrosteel’s founders observed 
companies forced to compromise in materials acquisition.

Founded in 2000, Petrosteel partners with a carefully chosen selection of mills to provide the best material, manufactured to 
the highest standards, for every job. Affordably matching materials to job requirements is a Petrosteel specialty 

Experience
With years of experience with companies and projects around the world, 

Petrosteel brings world-class expertise to materials acquisition. Working 

with mills worldwide, using up-to-date knowledge of international sup-

ply dynamics, and providing experienced metallurgical advice, Petrosteel 

ensures that the best available product is supplied for every project and 

application.

 
Price
Petrosteel ships directly from the mill to the buyer, eliminating the cost 

of stocking and providing significant savings to its customers. Petrosteel 

packages provide all a job’s needs in a single order, all with Petrosteel’s 

volume purchase pricing. Petrosteel packages combine ease, simplicity and 

significant cost savings.

 
Choice
Petrosteel works closely with selected mills in North America, Europe, Asia 

and elsewhere to provide the ultimate in supply choice.

All of Petrosteel’s manufacturers are ISO certified and all linepipe and plate 

providers are API certified. Petrosteel delivers both choice and confidence. 

 
 
Customers
Petrosteel specializes in supporting EPC contractors, oil and gas companies, 

distributors and metal fabricators with unsurpassed procurement services. 

affordably matching materials to job requirements is our specialty 



www.petrosteel.ca6

SErVICES

Petrosteel provides services throughout the entire process of materials acquisition. From expert technical advice in choosing the 
best material for each application, to shipping, documentation and after-sales service, we manage it all so you don’t have to.

We manage it all, so you don’t have to!

Technical Advice
We don’t just sell material.  We provide expert technical advice – based on extensive metallurgical 
expertise and experience to ensure that the best material is selected for each application. That includes 
not only choosing the proper material but also sourcing each item from the mill that best matches the job’s 
requirements.

If you have purchased material from another source and have experienced material failure during fabrica-
tion or operations, we will work with you to perform a thorough failure investigation and analysis to de-
termine the cause of the failure. We will then facilitate selection and acquisition of appropriate substitute 
materials.

Comprehensive Logistics Services
We provide all necessary logistics services for every job. Whether it’s a small job or a large piping project 
with tens of  thousands of metric tons in materials, we handle it all from  the mill to the final destination. 

Packaging
Each order is packaged according to the customer’s standards including preparation for export. 

Transportation
We select from a range of transportation modes taking into account all project requirements  shipping by 
sea, air, rail, truck, or a combination as needed.

Insurance
Every shipment that leaves our mills is covered by insurance that protects everyone involved.

Documentation
All shipping documentation is provided for seamless delivery from mill to customer. Our extensive 
experience in shipping worldwide means you can expect shipments to be delivered without costly delays.

Customs Brokerage
We handle all customs procedures, from obtaining export permits to clearing customs at the final destina-
tion and shipping to your site.

After Sales Services
We stand behind our products and services. We follow up with our customers on every shipment to be sure 
they are satisfied with everything we have offered.
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SErVICES
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Whatever your industry or application in the energy
sector, Petrosteel has the products you need.

We supply products for a wide range of industries 
including oil and gas, petrochemical, electrical and 
wind power, water and more. Our broad range of 
products listed here covers applications of all kinds 
including construction of pipeline, fabrication of heat 
exchangers and pressure vessels, and construction of 
on- and off-shore structures.

Please contact us for assistance choosing the best
product for your application. We’re sure to have
whatever your specs require.

    tuBular productS

LSAW Pipe

ERW Pipe

Seamless Pipe / O.C.T.G

fIttIng & flange

Fitting

Flange
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lSaW pIpE

We supply Longitudinal Submerged Arc Welded (LSAW) Pipe for use in a wide range of applications including linepipe, 
processing pipe and on-shore and off-shore structural pipes. Our product line is designed to cover a broad range of applications.

Our pipe mill in South Korea is equipped with JCO press facilities and roll bending machines, enabling it produces the widest range 
of LSAW linepipe design choices.

Application:

Steel pipe for transferring oil and 
natural gas

Pipe Specs:

CSA Z245.1-07 CAT I, II, III and Sour 
Service (NACE, HIC, SSC)
API 5L 

Plate Grades: 

CSA Z245.1-07  Grade 241, 290, 359, 
386, 414, 448, 483, 550, 690
API 5L GR A, B, X42, X46, X52, X56, 
X60, X65, X70, X80 and X100 

Available Sizes:

14’’ to 66 ‘’ OD with JCO press
facilities
Wall Thickness:
0.4’’ to 4’’ (10 mm to 100 mm)
Max Length: 52’ (16 meters)

Application:

Low pressure carbon and low alloy steel 
pipe for steam, air water, oil and gas 
pipes

Pipe Specs:

ASTM/ASME A671, A672, A691

Plate Grades: 

ASTM/ASME A515 Gr 60, 65, 70
ASTM/ASME A516 Gr 60, 65, 70
ASTM/ASME A387 Gr2, 11, 12, 22, 5, 
9, 91

Available Sizes:

14’’ to 66 ‘’ OD press facilities
Wall Thickness:
0.4’’ to 4’’ (10 mm to 100 mm)
Max Length: 52’ (16 meters) 
46’’ to 177’’ OD with rolling machine
Wall Thickness: up to 3.5’’ (90 mm)
Max Length: 13.5’ (4.55 meters)

Application:

Off-shore and on-shore structures such 
as jackets, piles, conductors and marine 
construction pipes, and steel pipe for regular 
structures including engineering works, large 
buildings, bridges and steel towers.

Pipe Specs:

API2B, EN10025/10225/10113/10219, 
EEMUA158, BS7191, JIS G3444 STK 400, 
 Plate Grades: 

API 2W GR42, 50, 50T, 60
API 2H GR42, 50
A572 GR50

Available Sizes:

14’’ to 66 ‘’ OD with press bending machine
Wall Thickness: 0.4’’ to 4’’ (10 mm to 100 mm)
Max Length: 52’ (16 meters)
46” to 315’’ OD with rolling machine
Wall Thickness: up to 8’’ (200 mm)
Max Length: 13.5’ (4.50 meters)

lSaW pIpe

lInepIpe off-Shore and on-Shore Structural pIpeproceSSIng pIpe
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lSaW pIpE

Application:

Steel pipe for NACE, HIC and SSCC applications.

Applied Specs:

MR-0175 / ISO 15156 / TM-0177 / TM-0284 

Pipe Specs:

ASTM/ASME A671, A672
API 5L Gr. X52 - 65
CSA Z245.1 CAT I, II, III and Sour Service 

Plate Grades: 

ASTM/ASME A516 Gr 60, 65, 70
API 5L Gr. X52 - 65
CSA Z245.1 Grade 241, 290, 359, 386, 414, 448

Available Sizes:

14’’ to 66 ‘’ OD with press bending machine
Wall Thickness: 0.4’’ to 4’’ (10 mm to 100 mm)
Max Length: 52’ (16 meters) 
46’’ to 315” OD with rolling machine
Wall Thickness: up to 8’’ (200 mm)
Max Length: 13.5’ (4.50 meters)

lSaW pIpe

pIpe for nace applIcatIonS

Application:

Off-shore and on-shore wind turbine tower

Pipe Specs:

DIN 18800-7, EN 10025, EN10029, EN 10113-2

Plate Grades: 

S355J0, S355J2, S355J2G3

Available Sizes:

Up to 315” OD with rolling machine
Wall Thickness: up to 8’’ (200 mm)
Max Length: 13.5’ (4.5 meters)

pIpe for WInd toWer
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SIZe range

OD Thinkness(mm)

mm inch 10 20 30 40 50 60 70 80 90 100
355.6 14
406.4 16
457.2 18 16
508 20

558.8 22 12
609.6 24
660.4 26 6
711.2 28
762 30

812.8 32
863.6 34
914.4 36
965.2 38
1016 40

1066.8 42
1117.6 44
1168.4 46
1219.2 48
1270 50

1320.8 52
1371.6 54
1422.4 56
1473.2 58
1524 60
1676 66

(T)

200

190

180

170

160

150

140

130

120

110

100

90

80

70

60

50

40

30

20

40 70 100 130 160 190 220 250 280 310

Press Capacity (10,000 TON) Roll Capacity (Roll Bender)

O.D  14” ~  66”  (355.6 ~ 1,676 mm) 

T  10 ~ 100 mm

L  Max. 16M

O.D  46” ~  315” (1,168 ~ 8,000 mm)

T  Max. 200 mm

L  Max. 4.5M

*Other grades or sizes may be available upon request.

lSaW pIpE
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ErW pIpE

Our Electric Resistance Welded (ERW) Pipes, made to API and CSA specs, are used in a wide range of application including 
linepipe, casing and tubing. We are partnered with a few selected mills worldwide to offer a wide range of pipe sizes to cover 
this broad range of applications.

Application:

Steel pipe for transferring oil and natural gas

Pipe Specs:

CSA Z245.1-07 CAT I, II, III and Sour Service (NACE, HIC, SSC)
API 5L 

Plate Grades: 

CSA Z245.1-07 grade 241, 290, 359, 386, 414, 448, 483, 550
API 5L GR A, B, X42, X46, X52, X56, X60, X65, X70 and X80

Available Sizes:

½’’ to 26’’ OD
Wall Thickness: 0.109’’ to 1.562’’ (2.8 mm to 39.7 mm) 
Max Length: 60’ Triple Random Length (18.5 m)

Application:

Steel pipe for use in oil and gas wells.

Pipe Specs:

API 5CT 
 Plate Grades: 

API 5CT grade H40, J55-K55, M65, N80, L80

Available Sizes:

Tubing: 3/4’ to 4’’ OD  
Wall Thickness: 0.113’’ to 0.63’’ (2.9 mm to 16 mm) 

Casing: 4’’ to 20’’ OD
Wall Thickness: 0.205’’ to 0.635’’ (5.2 mm to 16.1 mm) 

erW pIpe

lInepIpe caSIng and tuBIng  
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ErW pIpE

Size range / casing & tubing

*Other grades or sizes may be available upon request.

Size
OD Wall Thickness Weight

in mm in mm Ib/ft kg/m

3/4
1.05 26.7 0.113 2.9 1.13 1.7

1.05 26.7 0.154 3.9 1.48 2.19

1
1.315 33.4 0.133 3.4 1.68 2.52

1.315 33.4 0.179 4.5 2.17 3.21

1 1/4

1.66 42.2 0.125 3.2 2.05 3.08

1.66 42.2 0.14 3.6 2.27 3.43

1.66 42.2 0.191 4.9 3 4.51

1 1/2

1.9 48.3 0.125 3.2 2.37 3.56

1.9 48.3 0.145 3.7 2.72 4.07

1.9 48.3 0.2 5.1 3.63 5.43

1.9 48.3 0.25 6.4 4.41 6.6

1.9 48.3 0.3 7.6 5.13 7.63

2

2.375 60.3 0.167 4.2 3.94 5.81

2.375 60.3 0.19 4.8 4.44 6.57

2.375 60.3 0.254 6.5 5.76 8.62

2.375 60.3 0.295 7.5 6.56 9.77

2.375 60.3 0.336 8.5 7.32 10.86

2 1/2

2.875 73 0.217 5.5 6.17 9.16

2.875 73 0.276 7 7.67 11.39

2.875 73 0.308 7.8 8.45 12.54

2.875 73 0.34 8.6 9.21 13.66

2.875 73 0.392 10 10.4 15.54

2.875 73 0.44 11.2 11.45 17.07

3

3.5 88.9 0.216 5.5 7.58 11.31

3.5 88.9 0.254 6.5 8.81 13.21

3.5 88.9 0.289 7.3 9.92 14.69

3.5 88.9 0.375 9.5 12.53 18.6

3.5 88.9 0.43 10.9 14.11 20.97

3.5 88.9 0.476 12.1 15.39 22.92

3.5 88.9 0.53 13.5 16.83 25.1

3 1/2

4 101.6 0.226 5.7 9.12 13.48

4 101.6 0.262 6.7 10.47 15.68

4 101.6 0.33 8.4 12.95 19.31

Tubing

Size
OD Wall Thickness Weight

in mm in mm Ib/ft kg/m

3 1/2

4 101.6 0.415 10.5 15.9 23.59

4 101.6 0.5 12.7 18.71 27.84

4 101.6 0.61 15.5 22.11 32.91

4 101.6 0.226 5.7 9.12 13.48

4 101.6 0.262 6.7 10.47 15.68

4 101.6 0.33 8.4 12.95 19.31

4 101.6 0.415 10.5 15.9 23.59

4 101.6 0.5 12.7 18.71 27.84

4 101.6 0.61 15.5 22.11 32.91

4 

4.5 114.3 0.271 6.9 12.25 18.27

4.5 114.3 0.337 8.6 15 22.42

4.5 114.3 0.38 9.7 16.77 25.02

4.5 114.3 0.43 10.9 18.71 27.79

4.5 114.3 0.5 12.7 21.38 31.82

4.5 114.3 0.56 14.2 23.59 35.05

4.5 114.3 0.63 16 26.06 38.79

Size
OD Wall Thickness Weight

in mm in mm Ib/ft kg/m

4    

4.5 114.3 0.205 5.2 9.41 13.99

4.5 114.3 0.224 5.7 10.24 15.27

4.5 114.3 0.25 6.4 11.36 17.03

4.5 114.3 0.29 7.4 13.05 19.51

4.5 114.3 0.337 8.6 15 22.42

6

6.625 168.3 0.288 7.3 19.51 28.98

6.625 168.3 0.352 8.9 23.6 34.98

6.625 168.3 0.417 10.6 27.67 41.22

6.625 168.3 0.475 12.1 31.23 46.61

8

8.625 219.1 0.264 6.7 23.6 35.09

8.625 219.1 0.304 7.7 27.04 40.14

8.625 219.1 0.352 8.9 31.13 46.13

8.625 219.1 0.4 10.2 35.17 52.55

8.625 219.1 0.45 11.4 39.33 58.39

8.625 219.1 0.5 12.7 43.43 64.64

8.625 219.1 0.557 14.1 48.04 71.28

10    

10.75 273.1 0.279 7.1 31.23 46.57

10.75 273.1 0.35 8.9 38.91 57.99

10.75 273.1 0.4 10.2 44.26 66.13

10.75 273.1 0.45 11.4 49.55 73.57

10.75 273.1 0.495 12.6 54.26 80.94

10.75 273.1 0.545 13.8 59.45 88.24

10.75 273.1 0.595 15.1 64.59 96.07

10.75 273.1 0.672 17.1 72.4 107.95

10.75 273.1 0.734 18.6 78.59 116.73

10.75 273.1 0.797 20.2 84.8 125.98

16

16 406.4 0.375 9.5 62.64 92.98

16 406.4 0.438 11.1 72.86 108.2

16 406.4 0.495 12.6 82.05 122.36

16 406.4 0.656 16.7 107.6 160.49

20

20 508 0.438 11.1 91.59 136.01

20 508 0.5 12.7 104.23 155.12

20 508 0.635 16.1 131.45 195.3

Casing
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ErW pIpE

Size range / linepipe

Size
OD Wall Thickness

in mm in mm

1/2

0.84 21.3 0.109 2.8

0.84 21.3 0.147 3.7

0.84 21.3 0.294 7.5

3/4

1.05 26.7 0.113 2.9

1.05 26.7 0.154 3.9

1.05 26.7 0.308 7.8

1

1.315 33.4 0.133 3.4

1.315 33.4 0.179 4.5

1.315 33.4 0.358 9.1

1 1/4 

1.66 42.2 0.14 3.6

1.66 42.2 0.191 4.9

1.66 42.2 0.382 9.7

1 1/2

1.9 48.3 0.145 3.7

1.9 48.3 0.2 5.1

1.9 48.3 0.4 10.2

2

2.375 60.3 0.083 2.1

2.375 60.3 0.109 2.8

2.375 60.3 0.125 3.2

2.375 60.3 0.141 3.6

2.375 60.3 0.154 3.9

2.375 60.3 0.172 4.4

2.375 60.3 0.188 4.8

2.375 60.3 0.218 5.5

2.375 60.3 0.25 6.4

2.375 60.3 0.281 7.1

2.375 60.3 0.436 11.1

2 1/2

2.875 73 0.083 2.1

2.875 73 0.109 2.8

2.875 73 0.125 3.2

2.875 73 0.141 3.6

2.875 73 0.156 4

2.875 73 0.172 4.4

2.875 73 0.188 4.8

2.875 73 0.203 5.2

2.875 73 0.216 5.5

2.875 73 0.25 6.4

2.875 73 0.276 7

2.875 73 0.552 14

3

3.5 88.9 0.083 2.1

3.5 88.9 0.109 2.8

3.5 88.9 0.125 3.2

3.5 88.9 0.141 3.6

Size
OD Wall Thickness

in mm in mm

3

3.5 88.9 0.156 4

3.5 88.9 0.172 4.4

3.5 88.9 0. 188 4.8

3.5 88.9 0.216 5.5

3.5 88.9 0.25 6.4

3.5 88.9 0.281 7.1

3.5 88.9 0.3 7.6

3.5 88.9 0.6 15.2

3 1/2

4 101.6 0.083 2.1

4 101.6 0.109 2.8

4 101.6 0.125 3.2

4 101.6 0.141 3.6

4 101.6 0.156 4

4 101.6 0.172 4.4

4 101.6 0.188 4.8

4 101.6 0.226 5.7

4 101.6 0.25 6.4

4 101.6 0.281 7.1

4 101.6 0.318 8.1

4    
 

4.5 114.3 0.083 2.1

4.5 114.3 0.125 3.2

4.5 114.3 0.141 3.6

4.5 114.3 0.156 4

4.5 114.3 0.172 4.4

4.5 114.3 0.188 4.8

4.5 114.3 0.203 5.2

4.5 114.3 0.219 5.6

4.5 114.3 0.237 6

4.5 114.3 0.25 6.4

4.5 114.3 0.281 7.1

4.5 114.3 0.312 7.9

4.5 114.3 0.337 8.6

4.5 114.3 0.438 11.1

4.5 114.3 0.531 13.5

4.5 114.3 0.674 17.1

5      
 

5.563 141.3 0.083 2.1

5.563 141.3 0.125 3.2

5.563 141.3 0.156 4

5.563 141.3 0.188 4.8

5.563 141.3 0.219 5.6

5.563 141.3 0.258 6.6

5.563 141.3 0.281 7.1

Size
OD Wall Thickness

in mm in mm

5

5.563 141.3 0.312 7.9

5.563 141.3 0.344 8.7

5.563 141.3 0.375 9.5

5.563 141.3 0.5 12.7

5.563 141.3 0.625 15.9

5.563 141.3 0.75 17.1

6    

6.625 168.3 0.083 2.1

6.625 168.3 0.109 2.8

6.625 168.3 0.125 3.2

6.625 168.3 0.1 41 3.6

6.625 168.3 0.156 4

6.625 168.3 0.172 4.4

6.625 168.3 0.188 4.8

6.625 168.3 0.203 5.2

6.625 168.3 0.219 5.6

6.625 168.3 0.25 6.4

6.625 168.3 0.28 7.1

6.625 168.3 0.312 7.9

6.625 168.3 0.344 8.7

6.625 168.3 0.375 9.5

6.625 168.3 0.432 11

6.625 168.3 0.5 12.7

6.625 168.3 0.562 14.3

6.625 168.3 0.625 15.9

6.625 168.3 0.719 18.3

6.625 168.3 0.75 19.1

6.625 168.3 0.864 21.9

6.625 168.3 0.875 22.2

8    

8.625 219.1 0.125 3.2

8.625 219.1 0.156 4

8.625 219.1 0.188 4.8

8.625 219.1 0.203 5.2

8.625 219.1 0.219 5.6

8.625 219.1 0.25 6.4

8.625 219.1 0.277 7

8.625 219.1 0.312 7.9

8.625 219.1 0.322 8.2

8.625 219.1 0.344 8.7

8.625 219.1 0.375 9.5

8.625 219.1 0.438 11.1

8.625 219.1 0.5 12.7

8.625 219.1 0.562 14.3

Size
OD Wall Thickness

in mm in mm

8

8.625 219.1 0.625 15.9

8.625 219.1 0.719 18.3

8.625 219.1 0.75 19.1

8.625 219.1 0.812 20.6

8.625 219.1 0.875 22.2

8.625 219.1 1 25.4

10    
  

10.75 273.1 0.156 4

10.75 273.1 0.188 4.8

10.75 273.1 0.203 5.2

10.75 273.1 0.219 5.6

10.75 273.1 0.25 6.4

10.75 273.1 0.279 7.1

10.75 273.1 0.307 7.8

10.75 273.1 0.344 8.7

10.75 273.1 0.365 9.3

10.75 273.1 0.438 11.1

10.75 273.1 0.5 12.7

10.75 273.1 0.562 14.3

10.75 273.1 0.625 15.9

10.75 273.1 0.719 18.3

10.75 273.1 0.812 20.6

10.75 273.1 0.875 22.2

10.75 273.1 0.938 23.8

10.75 273.1 1 25.4

10.75 273.1 1.25 31.8

12    
  

12.75 323.9 0.172 4.4

12.75 323.9 0.188 4.8

12.75 323.9 0.203 5.2

12.75 323.9 0.219 5.6

12.75 323.9 0.25 6.4

12.75 323.9 0.281 7.1

12.75 323.9 0.312 7.9

12.75 323.9 0.33 8.4

12.75 323.9 0.344 8.7

12.75 323.9 0.375 9.5

12.75 323.9 0.406 10.3

12.75 323.9 0.438 11.1

12.75 323.9 0.5 12.7

12.75 323.9 0.562 14.3

12.75 323.9 0.625 15.9

12.75 323.9 0.688 17.5

12.75 323.9 0.75 19.1
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Size range / pipeline

ErW pIpE

Size
OD Wall Thickness

in mm in mm

12

12.75 323.9 0.812 20.6

12.75 323.9 0.875 22.2

12.75 323.9 0.938 23.8

12.75 323.9 1 25.4

12.75 323.9 1.062 27

12.75 323.9 1.125 28.6

12.75 323.9 1.25 31.8

14

14 355.6 0.188 4.8

14 355.6 0.203 5.2

14 355.6 0.21 5.3

14 355.6 0.219 5.6

14 355.6 0.25 6.4

14 355.6 0.281 7.1

14 355.6 0.312 7.9

14 355.6 0.344 8.7

14 355.6 0.375 9.5

14 355.6 0.406 10.3

14 355.6 0.438 11.1

14 355.6 0.469 11.9

14 355.6 0.5 12.7

14 355.6 0.562 14.3

14 355.6 0.625 15.9

14 355.6 0.688 17.5

14 355.6 0.75 19.1

14 355.6 0.812 20.6

14 355.6 0.875 22.2

14 355.6 0.938 23.8

14 355.6 1 25.4

14 355.6 1.062 27

14 355.6 1.125 28.6

14 355.6 1.25 31.8

16

16 406.4 0.188 4.8

16 406.4 0.203 5.2

16 406.4 0.219 5.6

16 406.4 0.25 6.4

16 406.4 0.281 7.1

16 406.4 0.312 7.9

16 406.4 0.344 8.7

16 406.4 0.375 9.5

16 406.4 0.406 10.3

16 406.4 0.438 11.1

16 406.4 0.469 11.9

Size
OD Wall Thickness

in mm in mm

16

16 406.4 0.5 12.7

16 406.4 0.562 14.3

16 406.4 0.625 15.9

16 406.4 0.688 17.5

16 406.4 0.75 19.1

16 406.4 0.812 20.6

16 406.4 0.875 22.2

16 406.4 0.938 23.8

16 406.4 1 25.4

16 406.4 1.062 27

16 406.4 1.125 28.6

16 406.4 1.188 30.2

16 406.4 1.25 31.8

18

18 457 0.188 4.8

18 457 0.219 5.6

18 457 0.25 6.4

18 457 0.281 7.1

18 457 0.312 7.9

18 457 0.344 8.7

18 457 0.375 9.5

18 457 0.406 10.3

18 457 0.438 11.1

18 457 0.469 11.9

18 457 0.5 12.7

18 457 0.562 14.3

18 457 0.625 15.9

18 457 0.688 17.5

18 457 0.75 19.1

18 457 0.812 20.6

18 457 0.875 22.2

18 457 0.938 23.8

18 457 1 25.4

18 457 1.062 27

18 457 1.125 28.6

18 457 1.188 30.2

18 457 1.25 31.8

20

20 508 0.219 5.6

20 508 0.25 6.4

20 508 0.281 7.1

20 508 0.312 7.9

20 508 0.344 8.7

20 508 0.375 9.5

Size
OD Wall Thickness

in mm in mm

20

20 508 0.375 9.5

20 508 0.406 10.3

20 508 0.438 11.1

20 508 0.469 11.9

20 508 0.5 12.7

20 508 0.562 14.3

20 508 0.625 15.9

20 508 0.688 17.9

20 508 0.75 19.1

20 508 0.812 20.6

20 508 0.875 22.2

20 508 0.938 23.8

20 508 1 25.4

20 508 1.062 27

20 508 1.125 28.6

20 508 1.188 30.2

20 508 1.25 31.8

20 508 1.312 33.3

20 508 1.375 34.9

22

22 559 0.219 5.6

22 559 0.25 6.4

22 559 0.281 7.1

22 559 0.312 7.9

22 559 0.344 8.7

22 559 0.375 9.5

22 559 0.406 10.3

22 559 0.438 11.1

22 559 0.469 11.9

22 559 0.5 12.7

22 559 0.562 14.3

22 559 0.625 15.9

22 559 0.688 17.5

22 559 0.75 19.1

22 559 0.812 20.6

22 559 0.875 22.2

22 559 0.938 23.8

22 559 1 25.4

22 559 1.062 27

22 559 1.125 28.6

22 559 1.188 30.2

22 559 1.25 31.8

22 559 1.312 33.3

Size
OD Wall Thickness

in mm in mm

22

22 559 1.375 34.9

22 559 1.438 36.5

22 559 1.5 38.1

24

24 610 0.25 6.4

24 610 0.281 7.1

24 610 0.312 7.9

24 610 0.344 8.7

24 610 0.375 9.5

24 610 0.406 10.3

24 610 0.438 11.1

24 610 0.469 11.9

24 610 0.5 12.7

24 610 0.562 14.3

24 610 0.625 15.9

24 610 0.688 17.5

24 610 0.75 19.1

24 610 0.812 20.6

24 610 0.875 22.2

24 610 0.938 23.8

24 610 1 25.4

24 610 1.062 27

24 610 1.125 28.6

24 610 1.188 30.2

24 610 1.25 31.8

24 610 1.312 33.3

24 610 1.375 34.9

24 610 1.438 36.5

24 610 1.5 38.1

24 610 1.562 39.7

26

26 660 0.281 7.1

26 660 0.312 7.9

26 660 0.344 8.7

26 660 0.375 9.5

26 660 0.406 10.3

26 660 0.438 11.1

26 660 0.469 11.9

26 660 0.5 12.7

26 660 0.562 14.3

26 660 0.625 15.9

26 660 0.688 17.5

26 660 0.75 19.1

26 660 0.812 20.5
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SEamlESS pIpE | O.C.T.G

Petrosteel has well-established relationships with mill and the experience necessary to supply all your tubular needs on time, 
wherever you need them. Through the years we have developed supply paths that provide the most cost effective solution for any 
O.C.T.G. or other seamless pipe need in a wide variety of applications.

Seamless pipe | o.c.t.g

oIl country tuBular goodS (o.c.t.g) lInepIpe hIgh preSSure & hIgh/loW temperature ServIce pIpe

mechanIcal pIpe (chromoly)

Application:
Casing, tubing and drill pipes for use in oil and 
gas wells.

Pipe Specs:
API 5CT casing and tubing, API 5D drill pipe

Pipe Grades: 
Casing H40, J55-K55, N80, L80 (1), C95, P110 
Tubing H40, J55-K55, N80, L80 (1), C95, P110
Drill Pipes E75, X95, G105, S135

Available Sizes:
OD from 3/4’’ to 7’’ (26.67 mm to 177.80 mm)

Casing Thread:
Available in plain end, short thread and cou-
pling (S.T.C), long thread and coupling (L.T.C) 
and buttress threaded and coupled (B.T.C)

Tubing Thread: 
Available in plain end, NUE (non-upset ends) 
and EUE (external upset ends)

Drill Pipe Thread: 
Available in plain end, EU (external upset),
IU (internal upset) and IEU(internal &
external upset)

Application:
Heat exchangers, boilers, furnaces and condensers

Pipe Specs:
ASTM A 106, ASTM A179, A192, A209
ASTM A210, ASTM A213
ASTM A333, ASTM A334, ASTM A335
ASTM A200, ASTM A199

Pipe Grades: 
ASTM A 106 Gr. A, B, C
ASTM A199 Gr. T4, T5, T11, T21, T22
ASTM A200 Gr. T4, T5, T7, T11, T21, T22
ASTM A209 Gr. T1, T1A, T1B
ASTM A210 Gr. A1, C
ASTM A213 Gr. T2, T5, T5b, T5c, T11, T12, T17, T21, T22
ASTM A335 Gr. P1, P2, P5, P11, P12, P22
ASTM A333 Gr. 1, 1/6, 6A, 3, 7
ASTM A333 Gr. 1,6

Available Sizes:
OD from ¾’’ to 24’’
Wall Thickness: 0.102’’ to 4’’ (2.6 to 100 mm)

Application:
Seamless pipe for transferring oil 
and natural gas

Pipe Specs:
CSA Z245.1-07 CAT I, II, III and Sour 
Service (NACE, HIC, SSC), API 5L

Pipe Grades: 
Gr. 241, 290, 359, 386, 414, 448, 483
Gr. A, A25 C1, B, X42 to X70
 Available Sizes:
OD from 3/4’’ to 24’’
WT: 0.102’’ to 4’’ (2.6 to 100 mm)

Application:
Seamless pipe used for equipments, 
components and tools in oil and gas 
industries
 Pipe Specs:
ASTM A519

Pipe Grades: 
4130 (L80, P110, Q125)
4140 (L80, P110, Q125)

Available Sizes:
OD from 3/4’’ to 24’’
Wall Thickness: 0.102’’ to 4’’ (2.6 to 100 mm)
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•  Tubing and casing plain ends

•  Tubing ends: N.U.E

•  Tubing ends:  E.U.E.

•  Casing threads: Short (S.T.C.), long (L.T.C.) and buttress (B.T.C.)

 Special threads on request

Outside diameter Plain ends H40 J55 - K55 N80 L80(1) C95 P110

1.050 “ 26.67 mm •

1.315” 33.40 mm •

1.660” 42.16 mm •

1.900” 48.26 mm •

2.063” 52.40 mm •

2.3/8” 60.30 mm • • • • • • • •

2.7/8” 73.00 mm • • • • • • • •

3.1/2” 88.90 mm • • • • • • • •

4” 101.60 mm • • • • • • • •

4.1/2” 114.30 mm • • • • • • • • •• •• ••

5” 127.00 mm • • • • • • •

5.1/2” 139.70 mm • • • • • • •

6.5/8” 168.30 mm • • •

7” 177.80 mm • • •

O.C.T.G | CaSING & TuBING

production range / casing and tubing

*Other grades or sizes may be available upon request.
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O.C.T.G | drIll pIpE

Size range / drill pipe

*Other grades or sizes may be available upon request.

Outside diameter
Wall Thikness (mm, inch)

Min. Max.

mm NPS Inches (“) mm Inches (“) mm Inches (“)

26.7  26.9 3/4" 1.050 2.6 0.102 6.3 0.248

28 1.102 2.6 0.102 6,3 0.248

30.0 1.181 2.6 0.102 7.1 0.280

31.8 1.250 2.6 0.102 7.1 0.280

33.4  33.7 1" 1.315 2.6 0.102 8.0 0.315

35.0 1.378 2.6 0.102 8.0 0.315

38.0  38.1 1.496  1.5 2.6 0.102 8.8 0.346

42.2  42.4 1.1/4" 1.660  1.669 2.6 0.102 8.8 0.346

44.5 1.750 2.6 0.102 10.0 0.394

48.3 1.1/2” 1.900 2.6 0.102 10.0 0.394

50.8  51.0 2000  2.008 2.6 0.102 10.0 0.394

54.0 2.126 2.6 0.102 11.0 0.433

57.0 2.254 2.9 0.114 11.0 0.433

60.3  63.5 2" 2.375  2.480  2.500 2.9 0.114 11.0 0.433

70.0 2.756 2.9 0.114 11.0 0.433

73.0 2 1/2” 2.875 2.9 0.114 11.0 0.433

76.1  76.2 2.996  3.000 2.9 0.114 12,5 0.492

82.5 3.258 3.2 0.126 14.2 0.559

88.9 3” 3.500 3.2 0.126 14.2 0.559

95.0  98.0 3.740  3.858 3.6 0.142 14.3 0.563

101.6 3 1/2” 4.000 3.6 0.142 16.0 0.630

108.0 4.252 3.6 0.142 16.0 0.630

114.3 4” 4.500 3.6 0.142 16.0 0.630

121.0 4.764 4.0 0.157 16.0 0,630

127.0 5.000 4.0 0.157 16.0 0.630

133.0 5.236 4.0 0.157 16.0 0.630

139.7 5.500 4.0 0,157 16.0 0.630

141,3 5” 5.563 4.0 0.157 16.0 0.630

152.4 6.000 4.0 0.157 16.0 0.630

159.0 6.260 4.0 0.157 16.0 0.630

165.1  168.3 6" 6.500  6,625 4.0 0.157 16.0 0.630

177.8 7.000 8.0 0.315 16.0 0.630
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LSAW Pipe

ERW Pipe

Seamless Pipe / O.C.T.G

fIttIng & flange

Fitting

Flang
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fITTING & flaNGE

Our extensive range of products consists of seamless and welded 
fittings. Our fittings all meet ANSI and API standards and are 
manufactured to meet each customer’s specs.

Our extensive range of products consists of forged carbon 
steel and stainless steel flanges. Our flanges all meet ANSI 
and API standards and are manufactured to meet each 
customer’s specs.

fitting flange

Fittings Type:

Butt Weld Fittings:

LR & SR Elbows, Tees, Ecc., and Conc., Reducers & Caps 
Forged Fittings:

Socket Weld, Threaded fitting, Pipe nipple, Swage nipple and
Butt welding outlet

Standards:

ASME B16.9, ASME B16.28, and ASME B16.25
ASME B16.11, and MSS-SP 97

Material and Grades: 

Carbon Steel:

ASTM A234 Gr. WPB
ASTM A420 Gr. WPL6
ASTM A105
ASTM A350 Gr. LF2 
Stainless Steel:

ASTM A403 WP316/316L
ASTM A403 WP304/304L
ASTM A182 F316L, 304L

Available Sizes:

Butt Weld Fitting: ½’’ to 102’’
Forged Fitting: 1/8’’ to 4’’
Outlet: Up to 36’’

Flanges Type:

Welding Neck, Slip On, Blind, Threaded, Socket Weld, Lap 
Joint, Orifice, Hub and Wind Tower flanges.

Flanges Standards:

ANSI B16.5, ANSI B16.47 Series B (API 605), ANSI B16.47 
Series A (MSS SP44), ANSI B16.36

Material and Grades: 

Carbon Steel:

ASTM A105, ASTM A181
Stainless Steel:

ASTM A182 F316/316L
ASTM A182 F304/304L

Available Sizes:

½” to 374”

Class:

150 lbs to 2500 lbs.

Max. Weight of Flange:

60 MTon.
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TECHNOlOy

JCO Process
The JCO forming process, which uses a forming press as the primary forming ag-
gregate, has become more common in recent years compared with the UOE process 
and the four roll bending process due its greater flexibility, higher quality product and 
lower investment costs.

In addition to the production of thick-walled and large diameter pipes, the JCO form-
ing process is excellent for producing small diameter pipe with large wall thickness, 
making it ideal for the production of offshore linepipe.

In the JCO process the plate – milled and crimped at the edges – is delivered to a 
forming press, shifted into position for bending by manipulators, and formed into an 
open seam pipe, using a die matched to the pipe dimension, across the entire plate 
length in stages. First, one side of the plate is bent to form a half-round – the “J “ in 
“JCO”. The plate is then shifted by a second manipulator to bring the opposite side 
into position to be bent in the same way, forming the “C“and then the completing 
the “O“. The open-seam pipe thus formed is sufficiently rounded, with plane-parallel 
edges, to be ready for welding.

 

Roll Bending
In the roll bending process the plate is formed into an open seam pipe by several 
passes through a 4 roll bending machine. The open edges are not formed, instead 
remaining straight. Once formed, the open seam pipe is transported to an edge bend-
ing machine where the two longitudinal edges of the plate are crimped by rolls in a 
continuous process

Different steps from plate  into 
open-seam pipe
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rEfErENCE

Item Project Name Grade Qty/MTon Client Year

1 SEA DRILL NO. 8 API 5L X80 PSL2 3,200  CAMERON, USA 2006-2008

2 ESCRAVOS GAS TO LIQUID ASTM A671 CC60 CL22 1,300 CHEVRON TEXACO , NIGERIA 2006

3 TOTAL LIBONDO S420 KT-40S355 KT-40.P.Z35 3,000  TOTAL E&P, FRANCE 2009

4 BRUNEI SHELL CHAM PION PHASE II BS 7191 355D & 355EM Z 3,300 SHELL BRUNEI, BRUNEI 2008-2009

5 KHALIFA STADIUM QATAR S355 G7+M (G8+M ), API 5L Gr.X65 NACE 3,300 DOHA ASIAN GAMES ORGANIZATION, QATAR 2003

6 TEGIAC TRANG FIELD DEV. H1&H4 AH(Z)36 / DH(Z)36 / DEH420 /EH420 7,000  HOANG LONG JOC, VIETNAM 2009~2010

7 MHNRD 4 WELL PLATFORM DEEN DAYAL 
FIELD DEVELOPMENT EN S355 K2G3/API 2H Gr. 50Z 11,000 ONGC /L&T, INDIA 2010

8 MHN EN S355 K2G3/API 2H Gr. 50Z  11,000 ONGC/L&T, INDIA 2009

9 ICPR EN S355 K2G3/API 2H Gr. 50Z 10,000 ONGC/AFCONS, INDIA  2009

10 KINABALU EN S355 K2G3/API 2H Gr. 50Z  2000 PETRONAS, MITCO / MALAYSIA 2009

11 SAKHALIN PHASE 2 RUSSIA S460 G2+M (-60Deg Ave.100J)  2,000 SEIC / Sam sung Heavy Industries 2004

12 PTTEP ARTHIT & BONGKOT API 2H Gr.50 / ASTM A572 Gr.50 S355 KT-40 Z35 / S235 KL+20 / S275 KL0 12,000 PTTEP, THAILAND 2006 ~ 
2009

13 MHSRP API 2H Gr.50Z EN S355 K2G 3 8,000 L&T, INDIA 2008

14 ESSAR OIL VADINAR REFINERY A671/A672  11,000 ESSAR, INDIA  2010

15 ABU DHABI CRUDE OIL PROJECT API 5L Gr. B NACE, ASTM A671 CC65 CL22 NACE 14,000 IPIC / CPECC / TC GULF, UAE  2009

16 CHINA POWER PLANT  ASTM A672 B70 CL32, ASTM A691 1-1/4CR CL22 800 CPI, CHINA 2009

17 ZAKUM GAS PRO CESSING FACILITY S355 G7+M (G8+M ), API 5L Gr.X65 NACE 3,100 ADMA-OPCO / NPCC & TECHNIP, UAE 2008

18 SAUDI KAYAN OLEFINS  A671 CC60/65 CL22, A691 1/4CR CL22 2,000 SAUDI KAYAN / KBR, SAUDI ARABIA 2008

19 KASHAGAN FIELD DEVELOPMENT A671 CL60 CL22 +S2 1,700  AGIP KCO, KAZAKHSTAN 2007

20 NCP LOOP REACTOR ASME A516-60N 1,650 SAUDI POLYMERS / DAELIM IND. / WOOYANG HC 2009

21 JACK UP BARGE LEG WEL-TEN 780E (80KSI) 637 Ensung E&C  2009

22 BIEN DONG API 2W 50/60(Z) 11,000 PVEP/BIEN DONG PO C, VIETNAM 2010

lSaW pipe

Here are a few of the many projects our mills have supplied around the world.
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Item Project Name Client Contractor Project Location Value in 
million

1 Ethylene Plant, TMC – Meta TP1 OMV Austria ABB Lummus Burghausen, Germany 3-5 €

2 Ethylene Plant Expansion BASF Linde AG Antwerp, Belgium 1-3  €

3 Refinery Revision ConocoPhilips ConocoPhilips Wilhelmshaven, Germany  1-3 €

4 Extension of Oil Destillation RD4 OMV Austria Foster Wheeler Wilhelmshaven, Germany <1  €

5 Vacuum Destillation Installation Shell plc. Shell plc. Cologne (Wesseling), Germany 1-3 €

6 Coal Power Plant, Block A & B  Vattenfall Kraftanlagen 
München Moorburg, Germany 1-3 €

7 Datteln 4, Europe’s biggest Anthracite Power Plant E.ON Power Generation Hitachi Datteln, Germany 1-3 €

8 Olkiluoto 3, Nuclear Power Plant TVO Finland Kraftanlagen 
München Olkiluoto, Finland 3-5 €

9 Coal Power Plant Westphalia, Block A & B RWE Power AG Bilfinger Berger Hamm, Germany <1 €

10 Waste-fuelled Power Plant, MK 6 MVV Kraftanlagen 
München Mannheim, Germany <1 €

11 Compressor Unit Mega Test Center  SIEMENS Power Generation SIEMENS Duisburg, Germany 3-5 €

12 Sharq Polyethylene Plant Saudi Basic Ind. Corp. (SABIC) Linde AG Al-Jubayl, Saudi Arabia >5 €

13 United Olefins Complex Saudi Basic Ind. Corp. (SABIC) Linde AG Al-Jubayl, Saudi Arabia 3-5 €

14 Sorfert Vacuum Condenser Orascom Construction Industries Egypt ThyssenKrupp Uhde Arzew, Algeria 1-3 €

15 Port Said Polypropylene Plant Egyptian Propylene & Polypropylene (EPPC) ThyssenKrupp Uhde Port Said, Egypt 1-3 €

16 Borouge Petrochemicals, Ethylene Cracker Abu Dhabi National Oil Company (ADNOC) Linde AG Ruwais, Abu Dhabi >5 €

17 Hydrodesulphurization (HDS) Plant LOTOS S.A. CB&I Gdansk, Poland 1-3 €

18 Burullus Petroleum Egyptian National Petroleum Company (ENPC)  Petrojet Idku, Egypt <1 €

19 Liquid Propulsion Systems Centre (LPSC) Indian Space Research Organization (ISRO) Linde India Nagarcovil, Tamil Nadu, India <1 €

20 Burnpur Plant Update Indian Iron & Steel Company (IISCO) Linde AG Burnpur, Bardhaman, West Bengal, India <1 €

fitting & flange
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